






Cost eff ecti ve ADSL2+ testi ng. 
From ADSL2+ through to full Triple Play 

testi ng with IPTV and VOIP

Key Features
Ideal for the ADSL installer and  »
maintainer. 
Simple to use. Virtually no  »
training required.
Rapid Testi ng. From switch on,  »
the QuickTest  ADSL2+ Testers 
start the automati c service 
verifi cati on test suite.
Confi gurable Pass / Fail  »
Informati on clearly presented 
using multi -colour LEDs and 
LCD display
LEDs to indicate Presence  »
of Line Voltage, ADSL 
Synchronisati on, PPP login / IP 
address obtained 
Measurement LEDs provide at  »
a glance status of Trained Line 
Rate, Noise Margin and Line 
Att enuati on 
IPTV and VOIP Test Opti ons »
The most cost eff ecti ve  »
ADSL2+ Triple Play Test 
soluti on available 

Specifi cati on
ADSL2+
Supports:

ANSI T1.413 »
ITU G.992.1 (G.dmt) »
G.992.2 (G.lite) »
G.992.3 (ADSL2)  »
G.992.5 (ADSL2+) »
Annex A / B  (hardware opti on) / L / M »

ATM
I.432 ATM physical layer compliant

ENCAPSULATION PROTOCOLS
Supports: 

RFC2364 (PPPoA) »
RFC2516 (PPPoE) »
RFC2684 (MPoA over AAL5) »
RFC1577 CLASSIC IP over ATM (CLIP) »

IPTV TEST OPTION
Supported Standards

MPEG2, MPEG4, H.264, »
MPEG2 – TS  (RTP and UDP) »
TR 101 290 »
IGMP V2 »

VOIP TEST OPTION
Supported Protocols:

SIP »
RTP »

SUPPORTED CODEC TYPES
ITU-T G.711 u-law / a-law »
ITU-T G.722 »
ITU-T G.723.1 »
ITU-T G.726 »
ITU-T G.729 »
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VOIP Test Opti on
The QuickTest VOIP applicati on makes it easy to test VOIP services. The VOIP applicati on 
can be combined with other aspects of the QuickTest Service verifi cati on script to quickly 
fi nd problems with:

SIP Registrati on »
Setti  ng up and clearing outgoing calls »
Receiving and clearing incoming calls  »
Poor Call Quality of Service  »

 
RTP Quality Analysis via PC or LCD

SIP Protocol Analysis via PC or LCD

BATTERY
The QuickTest 100 can be operated from the mains supply or 4 AA rechargeable batt eries.


